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The lightning flash with arrowhead symb<M. vinthin m equilateral 
triangle, is intended to alert ttie user to the presence of un- 
insLriated "d^erous voitage" within the product's enclosure 
that may be of sufficient magnitude to constitute a risk of 
electric shock to perscms. 

The exclamation point vnthin an equilateral triangle is Intended 
to alert the user to the [»'esence of important operating and 
maintenance (5efw:ing) instructions in ttie literature accom- 
panying the product. 



I INSTRUCTIONS PERTAINING TO A RISK OF FIRE. ELECTRIC SHOCK OR INJURY TO PERSONS. | 

IMPORTANT SAFETY INSTRUCTIONS 



WARNING When using electric products, basic precau- 
tions should always be followed, include 
ttw followmg; 

1 . Read all the instructions before u^ng the product. 

2. To reduce the ri^ of in^, dose supervision is 
necessary when a product is used near chitdrm. 

3. Do not use this product near water- for example, 
near a bathtub, washbowl, kitchen sink, in a wet 
basement, or near a swnmming pool, or the Kke. 

4. TTiis product should be used only witti a cart or 
stand that is recommended by ^ manufacture- 

5. This product, either alone or in ccnnbifuition with an 
amplifier and headphcmes or makers, may tte 
capable of producing scund levels that could cause 
permanent hearing loss. 

Do not operate for a tong period of time at a Ngh 
volume level or at level that is uncomfort^ile. If you 
experience any hearing loss or ringing in the ears, 
you should consutt an audldogist. 

6. The product should be located so that its hxation or 
position does not interim with its pnaper ventilation. 

7. The product should be located away from heat 
sources such as radiators, heat registers or other 
products thai produce heaL 

B. The product should avoid using in urfiere it may be 
effecied by dust. 

9. 1^8 product should be connected to a power supply 
only of the type described in the operating instnjo 
tions or as marked on the product. 



10. The power-supply cord of the product shoutd t>e 
ur^Eugged frwn the outlet when left unused for a 
long period of time. 

11. Do not tread on the power-supf^y cord. 

12. Do not pull the cord but hold the plug when 
unplugging. 

13. When setting up any other inslrumwtts, the 
procedure should be foHmred in accordance witii 
instruction manu^. 

14. Care should be taken so ttiat objects do not fall and 
liquids are not spited into the endosure through 

openings. 

1 5. The product should be sen/iced by qualified sermK 
personnel when: 

A: The power-supply cord or the plug has been 

damaged; or 
B: Objects have fallen, or liquid has been spilled 

into the prcxjuct, or 
C: The product has been eyiposed to rain; ot 
D: The product does not appear to operate 

nonnally or exhibits a mariffld change in pwfor- 

mance: or 

E: The product has been dropped, or the enclosure 



16. Do not attempt to sen/ice the product beyond that 
described in the user-maintenance instructions. All 
other servidng shoiid be refened to qualified seivice 
persOTinel. 



SAVE THESE INSTRUCTIONS 



WARNING 

THIS APPARATUS MUST BE EARTH GROUNDED. 



The three conductors of the mains 
lead attached to this apparatus are 
identified with color as shown in the 
table below, together with the 
matching terminal on the UK type 
power plug. When connecting the 
mains lead to a plug, be sure to 
connect each conductor to the cor- 
rect terminal, as indicated, 
"This instruction applies to the 
product for United Kingdom.* 



MAINS LEADS 


PLUG 


Conductor 


Color 


Mark on the matching terminal 


Live 


Brown 


Red or letter I 


Neutral 


Blue 


Black or letter N 


Grounding 


Green- 
Yellow 


Green, Green-Yeltow, letter E 
or symbol 



Bescheinigung das Herstatlers /Importaurs 

Hiermit wird bescheinigt, ds8 der/dic/das 

ROLAND MIDI DISPLAY A-1 10 



in Ubereinjiimmung mil den Bettimmungen der 

Amtsbl. Vfg 1046 / 1984 

1 AmntittI t*« lugungl 



funk entstort ist. 

Der Deutschen Bundesposi wurde das tnverkehrbringen dieses Gerates 
angezeigt und die Berechligung zut Uberprutung der Serie auf Einhattung 
der Beitimmungen etngeraumt. 



Roland Corporation Osaka / Japan 
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RADIO AND TELEVISION INTERFERENCE 



a Class B computiog 



e equipmanl an •( 
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it genafsiai and utm% radio -haquancv anargv tf il is i 
t iKCordance with aat inMfuclioni. •■ may cause iniail 

lund lo compif wilh th« limits tor a Class B compui 
( >n Subpart J. ol Parr M. at FCC Ruto*. Tha«e iule& 
lanabia proiaclion •o^insl such a inisrlaranc* iti « miMntial instaflaiiur 
1 ...... — ._ , fjtnicultt insiallation M i 



> inlsrlarartce will not occui i 
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iionii su^sssfions You mav '">d haiplul ins laii 

'How 10 Idanlily and HasolvH naOiCi'TV inratlarencc 
Inis baitRtel is awaiiaDIa liom Ihc US GovHir>iT 
k tto 0C4 000 0034^-4 



Please read the separate volume "MIDI", before reading this owner's manual. 



Copyright © 1987 by ROLAND CORPORATION 

All rights reserved. No part of this publication may be reproduced in 
any form without the written permission of ROLAND CORPORATION. 



OUTLINE 



IMPORTANT NOTES 



The A-1 1 0 features 88 indicators (Ao to Cs) that 
light when corresponding Key On messages are 
received on the MIDI Channel(s) currently select- 
ed (1 to 16, or All). The Display shows the MJDI 
Channel number or Program Change number 
currently in use. The Hold Indicator is also pro- 
vided to tell you whether the Hold effect is on or 
off in the selected Channel{s). 



SPECIFICATIONS 

indicators and Display 
Key Indicators (88 keys : Ao to Cs) 
Hold Indicator 
Octave Indicators 

Display (Channel/Program Change) 
Switches 

Channel Selector (1 to 1 6, ALL-PGM, ALL-CH) 

Connectors 

MIDI INxl 
MIDI THRUX5 
ACiN 

Dimension : 482(W) x 44(H) x 274(D)mm 

19"xl-3/4"x 10-13/16" 
Weight : 2.9kg/6lb 6oz 
Consumption : 13W 



Power Supply 

• The appropriate power supply for this unit is 
shown on its name plate. Please make sure 
that the line voltage in your country meets 
that. 

• Please do not use the same socket used for 
any noise generating device (such as motor, 
variable lighting system). 

• Before setting up the A-1 1 0 with other units, 
turn them off. 

•This unit might not work properly if you con- 
nect the power cable to the socket without 
turning the unit off. If this happens, simply 
turn it off and turn it on again a few seconds 
later. 

•This unit might get hot while operating, but 
there is no need to worry about it. 

Cleaning 

• Use a soft cioth and clean only with a mild 
detergent. 

• Do not use alcohol or solvents such as paint 
thinner. 

Location 

• Avoid using the A-1 10 in excessive heat or 
humidity or where it may be affected by direct 
sunlight or dust. 



Accessory : Power Cord x 1 



-For Canada - 



CLASS B NOTICE 

This digital apparatus does not exceed the Class B limits for radio noise emissions set out in ttie Radio Interference 
Regulations of the Canadian Department of Communications- 

CLASSE B AVIS 

Cet appareil numerique ne depasse pas las limltes de la classe B au niveau des emissions de bruits radloelectrlques fixes 
dans le Rdglement des signaux parasites par le minlst^re canadlen des Communications. 



PANEL DESCRIPTION 
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OChannel Selector 

1 to 16 : Select the MIDI Channel whose 
Program change messages you 
wish the A-1 1 0 to display. 

ALL-PGM : Messages of all the MIDI Channels 
will be seen on the A-1 10. The 
Display shows the newest Program 
Change number which has been 
sent. 

ALL-CH : Messages of all the MIDI Channels 
will be seen on the A-110. The 
Display shows the Channel on 
which the newest messages have 
been sent. 

QKey Indicator 

This indicates Key On/Off of the MIDI messages 
of the selected Channel. 



©Octave Indicator 



OHold Indicator 

if the Hold effect (Damper) is on in the selected 
Channel, this indicator lights up. 



ODisplay 

This shows the current MIDI Channel or Program 
Change number depending on which is selected 
with the Channel Selector. When the Channel 
Selector is set to "ALL-PGM", the Display shows 

" " until Program Change messages are 

actually received. 

OPower Switch 

OMIDI IN Connector 

©MIDI THRU Connectors 

The exact copy of the signal fed into the MIDI 
IN will be sent out from this socket. 



©Receptacle 



CONNECTIONS 
Example Setup 0 



Example Setup (D 



MIDI Keyboard 


MIDI 


OUT 


MIDI 1 


r IN 


A- 


10 


MIDI 


THRU 


MIDI ' 


■ IN 


D-550 




OUT 



This is the most basic setup example. Set the 
Channel Selector to "ALL-PGM", "ALL-CH" or 
to the MIDI Channel number you wish to use. 
When the Channel Selector is set to "ALL-PGM" 
or to the Channel number you wish to use, the 
Display Window will show the program change 
number 1 to 128. If, however, "---" is shown, 
there is no Program Change messagetransmitted . 

Example Setup (2) 



MIDI Keyboard 


MIDI 
MIDI < 


OUT 
r IN 


MRC 

PR- 


-500 
100 


MIDI 
MIDI' 


OUT 
■ IN 


A-110 



MIDI THRU 



MIDI T IN 



MIDI 



MIDI " IN 



MKS-20 



OUT 



MIDI THRU 



THRU 



MIDI t IN 



D-550 



OUT 



S-550 



Computer 






MPU-401 


MIDI 


OUT 


MIDI \ 


' IN 


A-no 



MIDI 



MIDI 



THRU 
MIDI 



MIDI I THRU 
THRU 



IN 



MKS-20 



OUT 



MIDI ' 


' IN 


A-110 


MIDI 

MIDI ' 


THRU 

' IN 


D-550 




OUT 



MIDI w IN 



A-110 



MIDI 

MIDI 



THRU 

IN 



S-550 



OUT 



The A-110's are assigned to the sound mo- 
dules which are to be driven by the computer. 
Set the Channel Selector of each A-1 1 0 to the 
appropriate Channel number that belongs to the 
connected sound module. Now, the perfor- 
mance of each sound module can be respective- 
ly glasped on the A-110. 



OUT 



In this setup, a sequencer is used, and several 
MIDI channels are sent to the A-110. Set the 
Channel Selector Switch to the MIDI Channel 
number you like. The part of each instrument 
can be visually glasped without affecting the 
performance. 



MIDI DISPLAY Date : Sep. 10. 1987 

MODEL A-110 MIDI Implementation Chart version :i.oo 



Function... 




Rproa n \ ypci 

J \ ^ V> y 1 M ^ ^ 




Basic Default 
Channel Changed 




1-16 

1-16 




Default 

Mode Messages 
Altered 


********* 


1, 3 
X 




Note 
Number 


True Voice 


^fc 'ifc ?^ 


21-108 
21-108 




Note ON 

Velocity 

Note OFF 




X 
X 




A'ftPr TCpv ^ 

Touch Ch's 




X 
X 




Pitch Bender 




X 




0-63 
64 

65-121 

Control 
Change 




X 

o 

X 


Hold 1 


Prog 
Change 


True # 




O (0-127) 
0-127 




System Exclusive 




X 




System 
Common 


Song Pes 
Song sel 
Tune 




X 
X 
X 




System i Clock 
Real Time i Commands 




X 
X 




Aux 

Message 


Local ON/OFF 
All Notes OFF 
Active Sense 
Reset 




X O O X 


(123-127) 


Notes 





Mode 1 : OMNI ON. POLY Mode 2 : OMNI ON, MONO 

Mode 3 : OMNI OFF, POLY Mode 4 : OMNI OFF. MONO 



O : Yes 
X : No 



MIDI DISPLAY Date: Sep. 10. 1987 

MODEL A-1 10 MIDI Implementation version i.oo 



1. RECOGNIZED DATA 



■ Note event 
Note off 

Status Second Third 

8nH kkll vvll 

9nH kkll 0011 

kkH:Nolc number I5II-BCH (21-108) 
vvH : ignored 

Note on 

Status- Second Third 

9nH kkll vvll 

kkH:Nole number I5H-6CI1 (21-1 OS) 
vvH:velocily 0III-7FH (1-127) 



■ Control change 

Continuous controller (7 bits) 

Status Second Third 

BnH mmH vvll 

Hold 1 mmII = '10H vvII = 00ll-3FH (0-63) OFF 

tOII-TFH (64-127) ON 



■ Program change 

Status Second 
CnH ppH 

ppH: Program number 0011 -7FH (0-127) 



■ Channel mode message 

Status Second Third 

BnH mmll OOH 

mmH: All Notes Off 7I3H (123) 
OMNI OFF 7CH (12'1) 
OMNI ON 7DH (125) 
MONO ON 7EH (126) 
POLY ON 7FI1 (127) 

Recognized as only All Notes Off. 



■ Active sensing 

Status 

FEII 



[^Roland 
11064 



UPC 11Q64 




